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4x Zoom Digital Camera



	Features
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	· 3M pixel Digital Camera
· 4X Digital Zoom 
· Two adjustable focusing mode (Macro / Normal)
· 20cm Macro Mode

· 1.5” TFT LCD image display 
· Build-in 8MB Flash Memory
· SD card socket 
· Digital Camera / PC Camera / Video Recorder / Audio Recorder 4-in-1 functions
· Recording Video Clips without time limitation

· Build-in Microphone & Speaker enables real-time Audio recording and playing
· USB interface
· Power source – AAA battery x 4

	

	Specification

	· Image Sensor

1/2" Progressive Scan CMOS
· Resolution

3.1 MegaPixels (2048 x 1536) by software interpolation

· Lens 

Focus range: Normal: 1m ~ infinity
Macro: 20cm
Focal Length: 8.47 mm 
F/no: F2.8 
View angle: 53°

· Digital ZOOM 

4x for Captured Picture displaying on LCD
· Viewfinder

Optical type: reverse Galileo image
· Still Image Resolution

Super Fine: 2048x1536   Fine: 1600x1200  Normal: 800x600

· Picture Capacity

Fine quality:                                                                                                              2048x1536: 9 pictures,                                                                  1600x1200: 12 pictures,                                                                                 800x600: 37 pictures,                                                                        Normal quality:                                                                                                              2048x1536: 12 pictures,                                                                  1600x1200: 16 pictures,                                                                                 800x600: 51 pictures,                                                                                    63 sec. video recording at 320x240,                                                                 or 20 min. voice recoding
· Video Clip Movie mode

320x240 w/audio recording, up to 15 frames per second
· PC camera mode

Up to 20fps@VGA, 30fps@CIF, can be achieved by Pentium III 500 MHz (or AMD K7 – 550 ), 64 MB RAM.
· A/D conversion
10 bits
	· Color LCD 

1.5" TFT panel, preview frame rate: 30fp
· Auto-exposure
Compensation: ±2EV in 1/3 increment 

· White-balance

Auto/Daylight/Shade/Tungsten/ Fluorescence 

· Flash mode
AUTO/ON/OFF, effective distance: 2.0m

· Self-timer

10 seconds

· Burst Mode

5 pictures per shot, VGA size

· Flash Strobe

AUTO/ON/OFF, effective distance: 2.0m

· Auto power off

User setting, in Capture/Play back Mode with battery power in ( OFF / 1min / 2min)

· PC Interface

USB 1.1 

· Software Driver

MSD, TWAIN, WDM for Microsoft Windows 98/98se/ME/2000/XP compatible 

· Power source

Four AAA, Alkaline, NiCd and Ni-MH rechargeable

· Storage interface

Internal 8 Mbytes Flash memory

SD card socket support
· Dimension

97(W) x 28(D) x 63(H) (mm 
· Weight

110g

· Regulation and Certification

FCC Class B, CE
· Accessories

1.8 Meters of USB cable x 1, Wrist Strap x 1, User Manual/Instruction Card, Software CD, Battery x 4


3 MegaPixels Digital Camera















